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Televés se réserve le droit à tout moment de modifier le produit

Convertisseur Optique-RF
Quattro FM/DAB/UHF/SAT

Ce complément aux systèmes à LNB optique, reçoit un signal TV
optique (1100-1650nm) et régénère le signal RF original. Il possède 5
sorties RF : une pour le terrestre et les 4 autres pour le satellite en
mode Quattro, chaque connecteur ayant une des 4 polarités qui lui
est attribuée en permanence.

Réf.237003

Art.Nr OMS44TSN

EAN13 8424450183717

Vous aimerez

Interrupteur de régulation du niveau de sortie satellite à trois niveaux : faible, moyen et fort
LED, témoin de présence du signal RF
Compatible avec le couplage terrestre (FM/DAB/UHF)
Taille réduite
Connecteurs optiques FC/PC et type F en RF
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Exemple d'application

(Cliquez pour voir l'image)

FTTR (TNT + SAT)

https://www.televes.com/pub/media/catalog/product/237402_237412_Aplic_MT_Mod2.jpg
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Caractéristiques techniques

Salida RF

Satellite

Horizontal High Band MHz 1100 - 2150

Vertical High Band MHz 1100 - 2150

Horizontal Low Band MHz 950 - 1950

Vertical Low Band MHz 950 - 1950

Return Loss dB ≥ 10

Nominal Impedance Ω 75

Gain Variation Across Band dB ≤ 7

Terrestrial Rejection dB 30

Typical Outputs Levels dBμV
78 * (Satellite switch - high gain position)
73 * (Satellite switch - med gain position)
68 * (Satellite switch - low gain position)

FM / DAB / TDT

RF Frequency Range MHz

88 - 790

FM 88 - 108

DAB 174 - 240

DTT 470 - 790

Return Loss dB ≥ 10

Nominal Impedance Ω 75

Gain Variation Across Band dB 5

Satellite Rejection dB 35

Typical Outputs Levels

Nº Multiplexes

dBμV

FM/DTT

1 82

6 78

Optical Input

Optical

Optical Wavelenght nm 1100 to 1650

Optical Return Loss dB 45

Optical Input Power
Min.

dBm
- 12,2

Max. -3

General

Electrical

Power Supply Voltage V 10,5 to 20 by AC/DC
adaptor or satellite outputs

Current Consumption mA
500 @ 10,5V
430 @ 12V
260 @ 20V

Mechanical

Temperature ranges
Operating

ºC
-15 ... +55

Storage -20 ... 70

Optical Input Typ FC / PC

RF Output connectors Typ 4 x F- female


